Excerpt from 

JP Laid-open Utility Model Publication No. 57-115658 
(first published July 17, 1982) 



5 An electric dust trapper of an ion airborne type is disclosed comprising a 

cylindrical ground electrode 5, a columnar positive electrode 6 made of an 
electroconductive or dielectric material and disposed coaxially within the cylindrical 
ground electrode 5 while spaced a predetermined distance therefrom, and a needle- 
shaped discharge electrode 4 embedded coaxially within the columnar positive electrode 
10 6. The discharge electrode has its needle tip positioned outwardly from between the 
ground electrode 5 and the positive electrode 6. 



1 5 Applicant: Matsushita Electric Industrial Co., Ltd. 
Application No.: 56-176272 
Application Date: July 26, 1974 ^ 



-1- 



©Int. C1. J 

B 03 C 3/41 



© ^mmmmm^ ™ hs57— H5658 

MaiE-9- Ifrt8a« BBfP57^Cl982) 7 JU7H 



7148— 4 D 



C£ 1 JO 



@li BB56— 176272 

0 8849(1974)7 E 26 B 

Si £-JEWBi<n 2 ocomSfel J; «3 MMK^ttS * tf- A: 



^1 ei 

2 



©Hi 



© v 6 nattojEBffi. 



\ 




e © 



I&3I 



4 



hi 



-i 



2-- 



-127- 



